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Diesel Oxidation Catalyst (DOC) Retrofits
 This workshop presentation is based on a series of DOC studies performed at 

Glencore and Vale and sponsored by MIRARCO and CAMIRO.
 The study looked at a sample of existing DOCs that were in-service 

underground and examined their suitability for the chosen applications.
 DOCs were classified into three groups with differing characteristic and 

methodology was developed to help mines select suitable DOC’s for retrofit.

 Finally, a recent certification case study will look at optimizing DOC design for 
mining applications.
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Introduction
 Diesel oxidation catalysts (DOCs) have been used successfully in the mining 

industry for a long time to control CO and HC emissions.
 Some older catalyst formulations are known to increase NO2 which is 

detrimental to mine air quality.
 Some newer catalyst formulations claim to reduce NO2 or be NO2 neutral.
 Most mines do not have a purchasing strategy specific to DOCs so there are 

large numbers in service without much supporting documentation or 
performance data.

 A review of DOC technologies is recommended. 
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Diesel Oxidation Catalysts (DOC)
 DOCs operate by using the excess oxygen in diesel exhaust to oxidize CO and 

HC.
 Some catalysts can also oxidize NO to NO2.

Courtesy: AirFlow Catalyst
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Underground mining applications
 Large numbers of DOCs in service underground in many applications:
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Project Objectives
 Earlier laboratory studies have identified the NO2 conversion of certain catalyst 

formulations.
 Unclear how those studies translate into real world, highly transient mining 

vehicle applications.
 What is the NO2 formation potential of the different types of DOCs in known 

vehicle applications?
 Are there certain types that have a higher potential than others?
 Can an evaluation process to deal with the DOCs be developed as a guide to 

improving air quality?
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DOC Selection
 Consortium partner mines removed a selection of DOCs from in-use 

vehicles underground.
 32 DOCs sent to CanmetMINING for evaluation.
 16 were selected as suitable for testing based on type, vehicle 

application, duty cycle, etc.
 5 brand new DOCs with advanced NO2 suppression catalysts were also 

tested. 
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DOCs Selected for Testing
DOC 
#

Vehicle 
Unit # Vehicle Description Service DOC Make     DOC Model

Engine  
Make Engine Model

Engine 
kW (HP)

Hours 
on unit Vehicle Supplier

Test 
cycle

Group 
Type

Vale-Sudbury
C2 37-099 T1400 Scooptram Heavy ECS A20-0072 Detroit 6063EK32 242 (325) 20000+ Sandvik LHD 2
C5 27-014 Scissor truck Light NETT SP2918 Mercedes OM 904 112 (150 2700 Maclean Utility 1
C8 10-340 LT-350 3.5yd Heavy DCL 3205MD-1R07-21 Deutz BF4M1013C 86 (115) 4850 MTI LHD 2
C3 17-630 1700G Scooptram Heavy DCL CE3125 Cat C11 ACERT 241 (323) 3300 Toromont LHD 1
C6 23-1106 Mancarrier (Jeep) Light ECS A20-0718 Toyota 1HZ6 100 (134) 3400 Mobile Pickup 1
C12 37-6067 Tractor Light CEP IFIC06349 Iveco N45MNS 74 (99) 110 Industrial Fabrication Tractor 1

Glencore-Sudbury
C16 U11 Marcotte U-11 Moderate CEP 6SX Deutz F6L912W 60 (80) 7825 Marcotte Utility 1
C17 GR002 Cat Grader Moderate DCL DQ8R Mercedes 904 130 (174) 6985 WajaX Utility 3
C18 MB024 Bolter Light Englehard 1470 Deutz BF4M1013C 113 (152) 707 Maclean Utility 2
C19 LH859 1700G Heavy DCL CAT OEM CAT C11ACRT 241 (323) 10132 Toromont LHD 2

Glencore-Timmins
C13 33843 Waldon Forklift ECS 5DM Deutz F3L912W 40 (53) Utility 3
C14 33940 Waldon Forklift DCL 2000-DOQ-1R05-21 Deutz F3L912W 40 (53) Utility 2
C15 33683 LH514 Heavy Finnkatalyt FK26 Detroit 6063MK32 242 (325) 13393 Sandvik LHD 2
C20 33673 Toro 1400 Heavy Finnkatalyt FK23 Detroit 6063MK32 242 (325) 7,604 Sandvik LHD 2
C21 AM Truck "Jeep" crew cab CEP 5SX Toyota 1HZ 100 (134) 7,324 Access Industrial Pickup 1

Vale Creighton
C22 20 Cubex D6200 Drill Exhaust CoPZ05C25 Deutz F4L912W 40 (54) 1000 Sandvik Utility 2

CAMIRO -  DOCs selected for Laboratory Testing 
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New Advanced DOCs
 Several manufacturers were asked to supply a new, 

advanced formula DOC properly sized for the laboratory 
engine and designed for an underground LHD cycle.

CAMIRO - New DOCs for Laboratory Testing

DOC 
#

DOC Make DOC Model DOC SN. Test 
cycle

Group 
Type

C31 Catalytic Exhaust Products Limited 12SC-5.0" F 88586 LHD 3

C32 Nett Technologies Inc. DH522W-5.0" D series LHD 3

C33 CDTi Y13-0002 B184602 LHD 3
C34 DCL International Inc. RD2L-01-1X14-22 662204 LHD 1
C35 Airflow Catalyst Systems Inc. MinNoDoc-

S12000MM16P4P4
46"x19"x23"- 
10561

LHD 3
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Engine testing
 All DOCs tested at CanmetMINING with a 

laboratory reference engine. (Detroit Diesel Series 
60 – 325hp)

 Ten (10) DOCs were from applications with a 
similar engine rating as the reference engine so 
they could be tested at full exhaust flow.

 The remaining eleven (11) DOCs came from lower 
power applications so they were tested at a lower 
exhaust flow by proportionally bypassing some of 
the engine exhaust.
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Test Cycles
 Two emissions tests required per DOC
 Progressive Load Test (PLT)
 Vehicle Transient Test (VTT)

 Progressive Load Test
 Standardized test for catalyst performance over a fixed exhaust 

temperature range.
 Vehicle Transient Test
 Simulated mining vehicle duty cycles to provide exhaust temperature 

distribution.  
 Combing the two tests allows us to identify potential applications where 

NO2 formation is a risk.
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Test Cycles
Progressive Load Test

Constant speed.
Increased load and exhaust temperature.

Vehicle Transient Test
Simulated mine vehicle 
Temperature distribution

LHD Duty Cycle

Utility Vehicle Cycle
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Results
 Vehicle Cycle Tests
 Each DOC cycle tested according to the 

vehicle it came from originally.
 New DOCs were tested on the LHD 

cycle.
 Percent change in baseline specific 

emissions were calculated for each 
DOC over its representative cycle. 

DOC 

Number

Mine Engine 

Rated Power kW

Transient Vehicle 

Cycle

Percent Change in Exhaust Specific Emission 

(g/kWh)

CO THC NO2

In-use DOCs tested with full exhaust flow

C2 242 LHD -60 -45 -18

C3 241 LHD -70 -59 32

C15 242 LHD -49 -51 -5

C19 241 LHD -58 -49 -2

C20 242 LHD -53 -51 -17

New DOCs tested with full exhaust flow

C31 N/A LHD -67 -62 -71

C32 N/A LHD -61 -62 -81

C33 N/A LHD -6 -72 -47

C34 N/A LHD -99 -68 184

C35 N/A LHD -98 -72 -94

In-use DOCs tested with partial exhaust flow

C17 130 Utility -34 -27 -37

C18 113 Utility -70 -49 -2

C5 112 Utility -99 -74 154

C6 100 Pickup -81 -54 102

C21 100 Pickup -84 -59 179

C8 86 LHD -55 -43 -24

C12 74 Tractor -66 -50 18

C16 60 Utility -91 -71 446

C22 40 Utility -58 -38 8

C13 40 Utility -46 -41 -47

C14 40 Utility -64 -48 9
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DOC Classification
DOC’s were classified into three distinct groups 
based on NO2 formation.

Group 1: “Active” DOCs greatly increase NO2

Group 2: “Neutral” DOCs may slightly increase or 
slightly decrease NO2 or be NO2 neutral.

Group 3: “Advanced” DOCs significantly reduce 
NO2.

Group 

Type

DOC

Number

Transient Vehicle 

Cycle

Critical NO2  

Temperature (°C)

% change in 

NO2 (g/kWh)

1

C16 Utility 215 446

C21 Pickup 220 179

C5 Utility 230 154

C34 LHD 235 184

C6 Pickup 240 102

C3 LHD 245 32

C12 Tractor 245 18

2

C18 Utility 255 -2

C15 LHD 280 -5

C8 LHD 285 -24

C2 LHD 290 -18

C22 Utility 295 8

C20 LHD 300 -17

C14 Utility 300 9

C19 LHD 320 -2

3

C33 LHD 325 -47

C17 Utility 330 -37

C31 LHD 335 -71

C32 LHD 365 -81

C35 LHD 370 -94

C13 Utility 415 -47
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In-Use Cycle Emissions – C3
 Combining catalyst performance with duty cycle exhaust temperature. CO 

emissions.
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In-Use Cycle Emissions – C3
 Hydrocarbons
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In-Use Cycle Emissions - C3
 NO2 emissions Group 1 “Active” DOC increases NO2 

over the engine operating range.
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Group 2 and 3 DOC NO2 formation
Group 2 “Neutral” DOC either 
slightly reduces NO2, slightly 
increases NO2 or remains NO2 
neutral over the vehicle 
operating range.

Group 3 “Advanced” DOC 
reduces NO2 over the entire 
engine operating range.
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Discussions
DOCs are readily classified into three major groups based on NO2 conversion.

Group 1 – “Active” (generally platinum catalyst coatings)
Group 2 – “Neutral” (generally base metal catalyst coatings)
Group 3 – “Advanced” (catalyst coatings not generally known)

NO2 conversion is also affected by engine exhaust temperature.
In use vehicle exhaust temperature is based on the engine loading during the vehicle duty 
cycle.
Thus in-use NO2 formation potential is a combination of DOC group and vehicle duty cycle. 
Can we design an evaluation process to deal with the risk of NO2 formation from in-use 
DOCs?
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DOC Evaluation
The chart can be used as a basic guide to 
evaluating the risk of NO2 formation and 
developing a plan to deal with DOCs in 
service.
Group 1 DOCs should be removed as they 
pose the highest risk and better emissions 
control devices are available.
Group 3 DOCs should remain as they are a 
benefit.
Group 2 DOCs need to be evaluated more 
thoroughly to determine the NO2 risk.
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Recommendations
 The DOC evaluation flow chart can be used by mines to develop a plan for risk 

assessment of in-service vehicle/DOC applications.
 DOCs can be removed from high risk applications and replaced with new, 

advanced DOCs or other aftertreatment technologies.
 Mines can revise purchasing plans to only buy the most advanced, NO2 

suppression DOCs. 
 These steps will help reduce the underground NO2 burden and improve mine air 

quality.
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Certification Case Study DOC Retrofit
 Some recent work has shown that in addition to poor selection of retrofit 

devices, OEM vehicle manufacturers can also have trouble designing emissions 
controls for mining.

 This work looked at an engine that struggled with the CSA M424 certification 
test and the steps required to optimize performance.
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Diesel Oxidation Catalysts (DOC) 
Oxidation catalysts are commonly used in 
diesel engine aftertreatment systems for 
CO and HC control.
Catalytic-bearing material coated on a high 
surface area monolithic structure to 
optimize conversion efficiency for specific 
applications. 

23
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DOCs are Widely Used Underground
Stand-alone for CO/HC control.
As part of a combined DPF system.
SCR for NO:NO2 ratio.
Catalytic reactions:

24
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DOC Types/Formulations
From on-highway to underground 
mining, DOC formulations vary.
Platinum and base metal (palladium) 
will have different performance.
A DOC optimized for on-highway may 
not be suitable for mining.
Regulations are different so optimized 
product is different.

25
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Certification of a LD Diesel M424.2-16
Light duty utility vehicle – 46kW
On-highway application
Turbocharged
OEM oxidation catalyst with 
high platinum loading.
1:0:0 (Pt, Pd, Rd)
60 g/ft3 (2.1 g/L) Pt loading 

26
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OEM Design for Emissions
Originally designed for compliance with Bharat Stage III (Euro 3).

27

Standard Reference CO (g/km) NOx (g.km) PM
Bharat III Euro 3 0.64 0.5 0.05
EPA ATVB FTP -C 0.1 0.4 N/A

Engine complies with 
design criteria.
But no consideration for 
NO/NO2 separately.

What happens if we repurpose this on-
highway machine for mining?
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Underground Mining Standards
CSA M424.2 standards consider NO and NO2 separately and 
independently due to their different occupational exposure limit.
High platinum loading DOCs designed for CO/DPM reduction may 
favour undesirable NO + O2 → NO2

28
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CSA M424 Certification Test Results
Engine OEM configuration exceeded limits for NOx and ventilation 
rate was governed by NO2.
Consultation and modification of engine to new configuration:

Installation of intercooler to reduce intake manifold temperatures and NOx.
Removal of high platinum load DOC that was making NO2.
Installation of palladium DOC designed for mining applications.

Retest at each stage of retrofit to verify performance.

29
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Intercooler Installation
Retrofit of intercooler to lower intake manifold temperatures and 
total NOx.
Engine specific part available from manufacturer.  Test cell 
intercooler settings to match in-service operation data.

30
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Mining-specific DOC Installation
Palladium DOC designed for low NO2 formation.
50 g/ft3 (1.75g/L) / 0:1:0 (Pt,Pd,Rh)

31
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Mining DOC Installation
Same location in the exhaust system as the OEM.
Slightly larger than OEM.

32
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Results
Config 1 Config  2 Config 3 Config 4

Orignal DOC
Orignal DOC + 

Intercooler
Intercooler Data 

only -Without DOC
New DOC + 
Intercooler

Ventilation - 15 ppm S 6116 6452 5177 4856

Ventilation - CO2/5000 2935 3024 3006 3028
Ventilation - CO/50 48 343 3294 2992
Ventilation - NO/25 6018 4596 5196 5274
Ventilation - NO2/3 10557 11525 3290 2604
Ventilation - DPM/2 1669 2424 2397 2198
Ventilation - SO2/3,15 ppm S 31 30 30 30
Max of Configuration 10557 11525 5196 5274

EQI based ventilation

Gas based ventilation

33
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Conclusions
Repurposing on-highway or off-road vehicle and engines for 
underground mining use is not always easy.
The standards are different and thus the emissions control system 
may not be optimized for underground use.

EPA/Euro regs. are based on input to climate/ozone atmospheric models.
Mining regulation is based on occupational exposure.

It may be necessary to modify or replace components to ensure that 
toxics that are a concern for occupational exposure are reduced.
The value of CSA M424.2 certification is to ensure suitability for 
underground use.

34
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Questions?

35
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